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  一般情報

Response Opto-Splitter（レスポンス オプトスプリッター）は信頼性の高い
DMX 信号の分配を可能にする高品質な DMX スプリッターです。業界標準の
DMX と RDM を利用することで、Response Opto-Splitter は照明システムの能
力を引き出します。

特徴
• 複数の出力と DMX In、DMX Thru のコネクタを備えた DMX スプリッ

ター
• 光学的に絶縁された DMX512 ポート
• RDM（リモート・デバイス・マネジメント）プロトコルに対応
• DIN レール取り付けとラックマウントから選べる取り付け方法
• 電源と DMX 信号の入力を表すインジケーター
• ETC 製灯具のソフトウェアアップデートに利用可能

主な設置場所
• 劇場
• ホテルの宴会場や会議室
• ツアー
• 博物館
• テーマパーク

モデル
Response Opto-Splitter

型番 品名

RSN-OPT-12O Response Opto12 ポート ラックマウント型 
XLR コネクタタイプ

RSN-OPT-16R Response Opto16 ポート ラックマウント型 
RJ45 コネクタタイプ

RSN-OPT-16T Response Opto16 ポート ラックマウント型 
ターミナルコネクタタイプ

RSN-OPT-8D Response Opto 8 ポート DIN レール取り付け型 
ターミナルコネクタタイプ

RSN-OPT-BX Response Opto 8 ポート 1 台取付け済 DIN ボックス

RSN-OPT-DBX Response Opto 8 ポート 2 台取付け済 DIN ボックス

ご購入時の付属品
（お問い合せください）

取り付けアクセサリ（別売品）
品 番 品 名
RSN-OPT-HBK 吊り下げブラケットキット
DIN-RM DIN レールラックマウントキット
DIN8 ミニ DIN レール筐体 - 水平
DIN14 DIN レール筐体（小） - 水平
DIN14-H DIN レール筐体（小） - 垂直
DIN28 DIN レール筐体（大） 

株式会社　剣プロダクションサービス
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仕様
機能

• 設定不要
• DMX512、DMX512(1990) と DMX512-A に対応
• ANSI 規格 E1.20 リモート・デバイス・マネジメント (RDM) に対応
• 256 台までの RDM 機器を接続可能

外観
ラックマウントタイプ
• アルミニウム製の筐体
• きめ細かな黒色粉体塗装
• 19 インチラックに合った横幅
• マウントする際の前後が選択可能

DIN レールタイプ
• プラスチック製筐体
• DIN43880（35/7.5 レール）への取り付けに対応
• 幅は 9DIN ユニット
• DIN レール取り付け用の箱もラインナップ

インジケーター
• 青色の電源インジケーター
• 緑色の DMX 信号インジケーター

温度
周囲温度 0-40℃

湿度 5-95%（結露のないこと）

保管時温度 -40-70℃

電気仕様
• DMX 入力とスルーに対応
• 光学的に絶縁された DMX/RDM 出力

ラックマウントタイプ

電源電圧 100V-240VAC, 50/60Hz

電源コネクタ IEC C13 コネクタ
（コネクタの位置は前面あるいは背面に変更可能）

最大消費電力 35W

DMX コネクタ 5 ピン XLR、RJ45、あるいはターミナルコネクタ

DIN レールタイプ

電源電圧 12-48VDC（パワーサプライ別売り）

最大消費電力 8W

DMX コネクタ ターミナルコネクタ

追加情報
DMX512
DMX（デジタル・マルチプレックス）は調光器や複数のパラメーターを持つ
灯具との通信に用いられるプロトコルです。DMX では 1 ユニバースが 512 チャ
ンネルとなっており、それぞれのチャンネルのデータをほぼ連続的に送ること
ができます。DMX は RS-485 のデジタルシリアル通信の仕組みを利用していま
す。

RDM
RDM（リモート・デバイス・マネジメント、ANSI 規格 E.1.20）は DMX512 の
拡張として策定された低速の双方向通信プロトコルです。DMX 信号線で RDM
を利用すると、コントローラーと RDM に対応した器具との間で通信が可能に
なります。これにより、灯具の設定や管理、状態の確認を遠隔で行えるように
なります。
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寸法

機種 高さ（H) 横幅（W） 奥行き（D)

ラックマウントタイプ 44mm 483mm 122mm

重量

機種 重量＊ 梱包重量＊

ラックマウントタイプ 1.2kg 1.8kg

Response Opto-SplitterETC
Response Series

P H Y S I C A L

Response Opto-Splitter Dimensions
MODEL HEIGHT WIDTH DEPTH

in mm in mm in mm
Rack-mount 1.71 44 19.00 483 4.8 122

Response Opto-Splitter Weights 
MODEL WEIGHT SHIPPING WEIGHT

lb kg lb kg
Rack-mount Form 2.5 1.2 4 1.8

Response Opto-Splitter - XLRコネクタ - 前面

IN THRU 1 2TERM
OFF ON 3 4 5 6 7 8 9 10 11 12

1
ON

Response Opto-Splitter - RJ45コネクタ - 前面

IN THRU 1TERM
ONOFF 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

IN

THRU

1

TERM
ON

OFF

Response Opto-Splitter - ターミナルコネクタ - 前面

ITEM QTY.

IN THRU TERM
OFF ON 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

IN

THRU
TERM

OFF
ON

1

WARNING: Power
DMX

AVERTISSEMENT
Cancer - Reproductive Harm

Cancer nocif pour la reproduction
www.P65Warnings.ca.gov

Opto-Splitter

RSN-OPTO-12O
RSN-OPTO-16R
RSN-OPTO-16T

100-230VAC    , 50/60Hz, 35W Max
Information Technology Equipment

ETCCONNECT.COM

Conforms to UL 62368-1
Certified to CAN/CSA C22.2 No. 62368-1
ETC, Inc. Assembled in USA
*Trademark and Patent Info: etcconnect.com/IP

Response Opto-Splitter - 側面

DESCRIPTION

PARTS LIST

DESIGNATION PART NUMBERITEM QTY.
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ON

UNLESS OTHERWISE SPECIFIED

PO Box 620979
Middleton WI 53562-0979

etcconnect.com
Fax  +1 608 836 1736
Toll Free  +1 800 688 4116
Tel  +1 608 831 4116

3031 Pleasant View Rd

ETC, Inc.

ALL DIMENSIONS ARE IN INCHES.

REPRESENTATIVE:

APPLICATIONS ENGINEER:

DATE

PROJECT MANAGER:

ORIGINAL FILE:
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寸法

機種 高さ（H) 横幅（W） 奥行き（D)

DIN レールタイプ 90mm 162mm 61mm

重量

機種 重量＊ 梱包重量＊

DIN レールタイプ 0.25kg 0.91kg
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Response Opto-SplitterETC
Response Series

P H Y S I C A L

Response Opto-Splitter Dimensions
MODEL HEIGHT WIDTH DEPTH

in mm in mm in mm
DIN rail 3.53 90 6.36 162 2.39 61

Response Opto-Splitter Weights 
MODEL WEIGHT SHIPPING WEIGHT

lb kg lb kg
DIN rail 0.56 0.25 2.00 0.91

4 of 6

Response Opto-Splitter - DINレール
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寸法

機種 高さ（H) 横幅（W） 奥行き（D)

DIN レールタイプ 356mm 356mm 128mm

重量

機種 重量＊ 梱包重量＊

DIN レールタイプ 6.6kg 7.5kg

Response Opto-SplitterETC
Response Series

P H Y S I C A L

Response Opto-Splitter Dimensions
MODEL HEIGHT WIDTH DEPTH

in mm in mm in mm
DIN rail 14 356 14 356 5.05 128

Response Opto-Splitter Weights 
MODEL WEIGHT SHIPPING WEIGHT

lb kg lb kg
DIN rail 14.5 6.6 16.5 7.5

5 of 6

Response Opto-Splitter - 2台取り付け済 DINボックス

ITEM QTY.

INPUT:
100-240VAC 1.8A 50/60Hz
OUTPUT: 24V       2.5A

L N

V-V- V+ V+ Vo
Adj.

Terminal torque 3.0 Lb in

HDR-60-24
DMX

Power

Opto

Model
RSN-OPTO-8DIN

etcconnect.com

DMX

Power

Opto

Model
RSN-OPTO-8DIN

etcconnect.com

ITEM QTY.

ITEM QTY.

前面

上面

側面

別売りパワーサプライ（参考）
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寸法

機種 高さ（H) 横幅（W） 奥行き（D)

DIN レールタイプ 203mm 356mm 128mm

重量

機種 重量＊ 梱包重量＊

DIN レールタイプ 6.6kg 7.5kg

Response Opto-SplitterETC
Response Series

P H Y S I C A L

Response Opto-Splitter Dimensions
MODEL HEIGHT WIDTH DEPTH

in mm in mm in mm
DIN rail 8 203 14 356 5.05 128

Response Opto-Splitter Weight S
MODEL WEIGHT SHIPPING WEIGHT

lb kg lb kg
DIN rail 14.5 6.6 16.5 7.5

6 of 6

Response Opto-Splitter - 1台取り付け済 DINボックス

Mini DIN Rail Enclosure (DIN8)

Small DIN Rail Enclosure (DIN14)

Large DIN Rail Enclosure (DIN28)

Type 1 DIN Rail EnclosureBuilt on:

Intertek3060167
Enclosures For

Electrical Equipment

Confroms to ANSI/UL Std. 50/50E

Cert. to CAN/CSA Std. C22.2 No. 94.1/94.2

etcconnect.com

Corporate Headquarters
Middleton, WI USA

Trademark and patent info: etcconnect.com/IP

Copyright©2018 ETC. All Rights Reserved. All product information and specifications subject to change. Rev A 00/18

Global Offices
London, UK

Rome, IT
Holzkirchen, DE

Paris, FR
Hong Kong

Singapore
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DMX

Power

Opto

Model
RSN-OPTO-8DIN

etcconnect.com INPUT:
100-240VAC 1.8A 50/60Hz
OUTPUT: 24V       2.5A

L N

V-V- V+ V+ Vo
Adj.

Terminal torque 3.0 Lb in

HDR-60-24

Mini DIN Rail Enclosure (DIN8)

Small DIN Rail Enclosure (DIN14)

Large DIN Rail Enclosure (DIN28)

Type 1 DIN Rail EnclosureBuilt on:

Intertek3060167
Enclosures For

Electrical Equipment

Confroms to ANSI/UL Std. 50/50E

Cert. to CAN/CSA Std. C22.2 No. 94.1/94.2

etcconnect.com

Corporate Headquarters
Middleton, WI USA

Trademark and patent info: etcconnect.com/IP

Copyright©2018 ETC. All Rights Reserved. All product information and specifications subject to change. Rev A 00/18
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DMX

Power

Opto

Model
RSN-OPTO-8DIN

etcconnect.com INPUT:
100-240VAC 1.8A 50/60Hz
OUTPUT: 24V       2.5A

L N

V-V- V+ V+ Vo
Adj.

Terminal torque 3.0 Lb in

HDR-60-24

ITEM QTY. DESCRIPTION

Mini DIN Rail Enclosure (DIN8)

Small DIN Rail Enclosure (DIN14)

Large DIN Rail Enclosure (DIN28)

Type 1 DIN Rail EnclosureBuilt on:

Intertek3060167
Enclosures For

Electrical Equipment

Confroms to ANSI/UL Std. 50/50E

Cert. to CAN/CSA Std. C22.2 No. 94.1/94.2

etcconnect.com

Corporate Headquarters
Middleton, WI USA

Trademark and patent info: etcconnect.com/IP
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前面 側面

上面

別売りパワーサプライ（参考）


